
TYPE V-DEX
Type V-DEX is a diverter. It is used to deflect
explosions propagating through ducts and channels,
preventing the spread of flames or overpressure to
connected vessels and devices.

The diverter’s body comes in painted steel but can also be 
manufactured in stainless steel. On its topside, one or more explosion vent
panels are mounted. Depending on the pressure/vacuum, these will be
either flat (type VL) or vacuum (type VD) explosion panels. The explosion
panels are included when ordering V-DEX diverters.
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TYPE V-DEX

TECHNICAL INFORMATION

SPECIFICATIONS

OPTIONS

Model Kst Max. Pred max. Pmax Dust 

V-DEX St2 ≤ 300 
bar.m/s 0,8 bar.m/s ≤ 10 bar Any kind of

    dust  
 

Model Ø H1 H2 D1 D2 L1 L2 T Vent panel 
Model A 200 150 555 200 410 410 410 685 VD 410x410 
Model A 250 175 600 250 490 490 490 781 VD 490x490 
Model A 300 200 700 300 610 610 610 875 VD 610x610 
Model A 350 225 800 350 645 645 645 975 VD 645x645 
Model A 400 250 900 400 780 780 780 1070 VD 780x780 
Model A 450 275 1000 450 850 920 920 1165 2xVD 457x890 
Model A 500 300 1100 500 920 920 920 1260 2xVD 457x890 
Model A 550 325 1200 550 980 980 980 1355 2xVD 457x890 
Model A 600 350 1300 600 1070 1020 1020 1455 2xVD 586x920 
Model A 650 375 1400 650 1180 1180 1180 1550 2xVD 586x920 
Model B 700 400 1500 700 1250 1375 1130 1645 4xVD 610x610 
Model B 750 425 1600 750 1350 1455 1350 1740 4xVD 610x610 
Model B 800 450 1700 800 1430 1455 1350 1835 4xVD 645x645 
Model B 850 475 1800 850 1520 1605 1520 1930 4xVD 586x920 
Model B 900 500 1900 900 1600 1605 1520 2030 4xVD 586x920 
Model B 950 525 2000 950 1700 1785 1780 2125 6xVD 457x890 
Model B 1000 550 2100 1000 1780 1785 1780 2220 6xVD 530x850 

 

+ Body in stainless steel
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